




Strength development of 
MEYCO® Fix Fireshield 1350
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Construction Simplicity à la carte

«Wet-mix application»  MEYCO® Fix Fireshield 1350 is a versatile product that can be spray applied or 
cast in-situ using simple equipment for hand application or sophisticated robotic 
equipment like the MEYCO® Logica for large projects.

 If required MEYCO® Fix Fireshield 1350 can be float finished in order to achieve a 
smooth surface that can be coated with the required reflective paint system. 

 The applicator has to use the suitable equipment: 
- Deguna T20 with small diameter hoses and nozzle for hand application 
- MEYCO® Suprema with the MEYCO® Logica for automated application with  
 high accuracy on layer thickness

 Just by adding the correct amount of set accelerator the applicator can spray, by 
hand or robotic application, the required layer thickness in one pass.

 MEYCO® Fix Fireshield 1350 can be mixed like normal concrete using a normal small 
mortar mixer, a truckmixer or, if high volumes are required, a pan or drum mixer. 

 The 3 hour open time allows the product to be mixed outside the tunnel and  
provides the applicator with simplified logistic solutions

 The unique high strength development of the product allows safe applications  
during limited closures of tunnels in daily operation

The UGC team is committed to providing you with state-of-the-art solutions for 
the application of fire protection systems for your tunnel. 

Our solution represents a total package approach, including:

 MEYCO® Fix Fireshield 1350 passive fire protection product

 Testing, modelling and product support

 MEYCO® Equipment and support

 On-site training and application guidance

 After sales support throughout your project

«Full project support»



Operational Security à la carte

«Long service life»

 As a passive fire protection system, MEYCO® Fix Fireshield 1350 will always  
protect the structure during any fire

 The system allows proper maintenance and inspection of the structural lining  
during the operation life of the tunnel

 MEYCO® Fix Fireshield 1350 is a essentially a light weight aggregate concrete and 
has a similar design life, have the following advantages: 
- Resistant to cleaning with high pressure jet washing, brushing and  
 detergents 
- Impact resistant 
- Chemical and water resistant 

 Can be easily upgraded to protect against more sever fire scenarios by  
applying additional thickness

 Can achieve the desired surface finish and reflectance using appropriate  
paint systems

 Easily repaired following a fire event
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Application Guideline

Technical tools à la carte

Numerous documents and tools are available.

Application rates

 With this small tool application rates can be calculated.

Project cost calculation

 A tool in order to estimate quantities that have to be handled and  
estimation on cost per m² can be calculated.

Method statements

 This document provide you with all the information regarding 
 application and required quality control.

Design support for your team:

 Comprehensive design guidelines and tables for all the current time – temperature curves

 Independent fire and durability test reports for MEYCO® Fix Fireshield 1350

 In-house fire test facility for project specific requirements



Europe
 San Pedro de Anes, Spain
  Switzerland, Alp Transit 
- Mitholz 
- Engstlige

 Chamoise, France
 Soderledstunnel Stockholm, Sweden
 Weston super Mare, United Kingdom
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